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MV 416 & 417 & 330

1/2" MAHOMETPBI / KPAHBI / PN25-PN 250
1/2"MANOMETER VALVE / COCK / PN25-PN 250

KomnexkTopsl 1 manomeTpsl cepun SCHNEIDER MV 416 & 417 & 330
TIPUMEHSTIOTCS JUTSI U3MEPEHUS TaBlieHUsT U AN dOepeHITMATbHOTO TaBICHUST
B OTpac/M He(PTEeXUMUN, XUMUU, SHEPTOCTAHLIUSX, MYyCOPOCXKHUTATEIbHBIX
rneyax, a Takxke B CTAJICIMTEHMHBIX 3aBOAAX.

TexHnyeckas XapaKTepuCTHKA:

HomunansHoe nasnenue PN: go 700 bar (10.000 psi)
Homunanehelii apametp DN: mo 12 mm.

Temmnepatypa: 1o 550°C (cMm. TabauILy)

Kopnyc: KoBaHHas cTajib, JJaTyHb WJIM HEpPXKaBEIOIIAs CTab.

Hasnenue ucnbeitaHo cornacHo DIN 3230. TTpuMeHsIIOTCS B TUHUSIX C
KUAKUM, Ta30BbIM 1 MApOBBIM HOCHUTENEM (a TaKK€ B COOTBETCTBUU C
Hopmamu NACE - BEB 151 00pabOTKU BBIXJIOTTHBIX I'a30B).
3aBoA-M3rOTOBUTEIL 00JIagaeT cepTUudUKaTaMy COOTBETCTBUS MaTeprasa
EN 10 204 u MHCIEKIIUH.

CoennHennd:

BreinonHsitorcst B coorBeTcTBUU ¢ HOpMamu DIN 16270 - 16272.
G 1/7 HapyxHag pe3bba x G 1/2 BHyTpeHHSs pe3boa.

* Illarm u Hape3KHu BUHTA: ( K IpUMepPY TpyOHbIe MeTpuuyeckue, NPT mimn
UNF pe3nboBbIe 11aru).

* Pe3p0oBbIe coenuHennsa: OQUHOYHbBIE WX JBOMHbIE METAJIMYECKNe
KOJIbHA-YIUVIOTHUTCIIN CXKaTuA pr6.

JlononHuTe/ibHbIE cepTU(UKATBI COOTBETCTBHS:
3apeructpupoBaHo B opraHax DVGW mipu HoM. gaBieHuu (PN 100).
KucnoponHoe vcnbiTaHue nmpoBeaeHo comtacHo BAM, no (PN 400).

SCHNEIDER MV 416 & 417 & 330 Manometer Valves and Manifolds, for
pressure and differential pressure measurement are used in power stations,
incinerator plants, steel mills as well as in the chemical and petrochemical
industry. Pressure tested according to DIN 3230 and suitable for liquid, vapour
and gas service (also for sour gas service according to NACE or BEB standards).
Material certificates and inspection certificates according to EN 10204 are
available.

Technical Design:
Nominal pressure PN : Up to 700 bar (10.000 psi) depending on execution
Nominal diameter DN : Up to 12 mm.

Temperatures : Up to 550C (see graph)

Body : Forgings, pressed parts or barstock material
Valve steam : Rolled surface with back seat design

Valve tip / seat : Replaceable in curtain instances

Stem thread - Internal or external (packing below stem threads)
Stem sealing with . Packing (graphite or PTFE)

O - rings (NBR or FPM) or bellows (available for all
valve and manifold types)
Connections:
According to DIN 16270 - 16272
G 1/72 male x G 1/ female
* Threads: (e.g. pipe threads, metric, NPT or UNF threads)
* Screw connections: (e.g. single or twin ferrule compressiontube fittings)
Special Features:

DVGW registration (PN 100)
BAM tested for oxygen service (up to PN 400)
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MV 416 & 417 & 330

1/2" MAHOMETPbBI / KPAHbBI / MANOMETER VALVE / PN 25-PN 250

Pressure and temperature ratings
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MATEPUHAIJIDBI / MATERIALS
1 BanoBas pykositka KpaHa / \alve stem Hepxagetoiast crainb 1.4104 / Stainless steel 1.47104
2 CanbHuK (TIpokJanka) / Packing PTFE mo 200°C ( rpacdur mo 250°C) / PTFE up to 200°C (graphite up to 250°C)
3 Kpsbiuika / Cover JlatyHb / Brass
4 Inuns / Needle Hepxagetoiast crainb 1.4104 / Stainless steel 1.4104
5 Cenanuiue (cenyo) / Seat Hepxaseromiast ctanb 1.4104 / Stainless steel 1.4104
6 Koprmyc / Body JlatyHb / Brass
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Pa3mepnl B MM. / Dimensions are in mm.
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